For more information, helpful hints
and inspiration we recommend

the Ashford Book of Weaving for
Knitters (25 easy and exciting scarf
patterns) and the Ashford book of
Rigid Heddle Weaving. Both written
by Rowena Hart.
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Learn to weave
on the Knitters Loom
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Insert the warping peg into the base and clamp it to a table. Adjust the tables until the warping peg is 1.90m (75ins)

Take the thread through the first slot with the starter marker Take the yarn to the warping peg and loop it over. The ball
from the back stick on the loom.

in it. Catch the yarn with the reed hook and pull a loop of yarn is on the floor.
through the slot.
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Tie a starter marker to the reed 10 slots from one side. There are 48 warp ends in this scarf. That is 24 double Go to the warp stick again. Take the yarn UNDER the back Go back to the warp stick again. Take the yarn OVER the
threads that first go through the slots in the reed. Tie the warp stick and make another loop and pull through the next back stick, through the next slot and over the warping peg.
warp yarn to the back warp stick directly behind the starter slot. Place this loop over the warping peg in the same way. Continue this way, one thread under, one thread over
marker. The back warp stick should be approximately 8cm until you have 24 double loops/threads through the
(31/2ins) from the back roller.

slots (48 ends).
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Cut the last thread at the back of the loom and tie to the Take a 15¢m (6ins) length of yarn. Tie the yarn around all the a. Stand at the back of the loom. Wind the back handle towards Stop when the tie your friend is holding is just past the front
back warp stick warp threads in the front of the \A;arping peg. Tie firmly with you until the back warp stick goes around the roller once. Insert of the loom. Remove the tie. Do not wind any further!

a cardboard warp stick. b. Wind the back handle a little more
than one full rotation, insert another cardboard strip. This
separates the threads and keeps the tension even. Add more
cardboard strips as you go.

a knot you can easily undo later.

23 BE CAREFUL. DON'T PULLTOO
HARD AND BREAK THE THREAD!

Cutallthe threads at the warping peg. Ask a friend to hold the warp ends for you. They must hold Unclamp the loom from the table. Loosen the side knobs Lift the first 2 threads on the left to the top of the slot. Look

the threads at the tie and move forward as you wind the and lift the back of the loom until the 2 L blocks engage. behind the reed and gently pull the left hand thread out of the
warp on the loom. Check that the reed support blocks are upright. Retighten slot. The other thread stays in the slot. Use the threading hook to
the side knobs. pull this thread through the hole to the left of the slot. Continue

across all slots. Now threads are in both holes and slots.
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Move the loom toward the front of the table. Divide the Tie in a flat SINGLE knot.
threads into four groups, 12 threads in each group. Start

with a centre group. Take a group of 12 threads over and

around the front stick. Divide it in two.

Tie the second half of the knots to secure. Use half a bow Rest the loom on your knee with the back of the loom
tie. You want to be able to undo this knot easily when your against the table.
scarfis finished.
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There are 2 weaving positions at the front of the reed Change the reed to down weaving position. Insert a cardboard

Tie the other three groups in the same way. Check the Adjust the knots until all groups are the same tension.

tension. All the threads should be the same. Tighten all the support block. First lift the reed into the up position. strip and slide to the front of the loom. If you want longer

threads by winding the front handle towards you. Insert a cardboard strip or a piece of folded paper into the tassles repeat, inserting additional cardboard strips.
weaving space. Slide it to the front of the loom.



Change the reed to the down weaving position. This makes Wind the weft yarn onto the shuttle. Weave another row. Push this row into place with the reed.

We need to leave room for the texture on the fancy yarns to
the second weaving space.

open up when the work is off the loom. To keep the edges
straight, do not pull the weft thread too tight — pass the
shuttle through the weaving space, and leave at an angle of
20 degrees before beating.
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a. Take the shuttle and pass it / ) Bring the reed forward and gently push the first row into Continue weaving until your work is approx 10cm (4ins) from Turn the front brake handle to wind the weaving onto the
through the weaving space. T ' place. Put the reed into the top position. the reed. Now it is time to move the weaving onto the front front roller. Continue moving the work in this way.
b. Leave the end of the yarn out roller. PLACE THE REED INTO THE REST POSITION. Release the

approx 5cm (2ins). back brake handle and unwind some of the warp.




Fixing a Broken Warp Thread

FINISHING

The woven work should be washed so the threads open up and f e

fill the spaces to give the fabric a ‘finished’ look. - ) |
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WASHING )

Wash the scarf gently in warm water with a little detergent. Push = H

up and down for a minute. Let the soapy water drain away and T .

rinse the scarf in warm, clean water. Hang out to dry. Place the
work over a towel so you don’t get a fold line on the fabric. While 4 | w
the work is still damp, cover it with a soft cotton cloth and press : J S AR

with a warm iron. Hang again until thoroughly dry. You did it!
You can now proudly wear your first handwoven scarf!

HELPFUL HINTS

Continue weaving until you are approx 13cm (9ins) from the Release the front brake and unwind the weaving from the Tying Knots Joining a New Thread J

end of the warp. Cut the weft yarn and leave the end out. front roller. When you tie any knot during weaving you will need to undo it Overlap the last and

Cut the warp yarns along the back stick. Take care not to cut again at some stage. Always tie a knot that you can undo easily. next thread.

the warp stick ties. Beating
Always beat gently. Sometimes the work will look a little open. ==
Remember, the work is under tension on the loom and will come = e e e e e
together when taken off. Also, the washing process will close : — e e e e

the gaps a little. = | | | | e e =

FOLD AND GO
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Undo the knots at the front stick and remove the work from Lay your work on the table and tie the Put the shuttle into Push the reed down Loosen the side knobs Pull up the back of the Tighten the side
the loom. Take out the cardboard strips. ends in groups of six. Use overhand the open shed. into the travel position. and disengage the L loom and bring forward knobs and go!
knots. Darn the end thread into your The travel position is blocks with your thumbs. until lying flat.

at the back of the reed
support block.

work using a wool needle.





